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Glucose Syrup 
(Product code LQS U6T) 

 

 
Storage Conditions 

Container Storage Temperature Storage conditions to achieve 
maximum shalf life 

Bulk 55 – 70°C Dry and clean area, away from 
odorous materials. 

 
 
 
 
 
 
 
 
 
Liability 
The information contained herein is based on technical data that Liquid Energy Trading Company Swiss SA (later on called 
LetCo) believes to be reliable and accurate, but disclaims any warrant or guarantee, express or implied. LetCo reserves the 
right to change information contained herein without prior notice. Any information included herein taken solely or as a 
whole, does not suggest in any way the product is of satisfactory quality or is adequate for a particular purpose. The 
purchasing party is not released from the burden of carrying out his own tests and experiments. Because conditions of use 
of this product are outside our control, LetCo excludes any legal or other liability for the use of this information or any part 
of it, whether or not based on LetCos negligence, and therefore LetCo shall not be liable for any damages (special, direct, 
indirect, consequential damages) relating to the use of this information or the use of the product referred herein, solely or 
in combination with other products. Consequently all liability on the part of LetCo is excluded. Furthermore, our sales and 
delivery conditions will apply accordingly. 
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Tel +41-91-7439713 ∙ Fax +41-91-7439715 ∙  trade@liquid.energy.ch ∙ www.liquid-energy.ch 

Parameter Range/Attribute Unit 

Dry substance 74,0 – 76,0 % 

Brix (20°C) 72,4 – 74,4  

Refractive index at 20°C 1,4718 – 1.4766  

DE >94,0  

DP1 + DP2% - HPLC >95,0 %ds 

SO2 <20,0 mg/kg 

pH 3,0 – 7,0  

Conductivity, 28 Brix <200 µS/cm 

Colour-Icumsa <80,0 Icumsa 

Total mesophylic count <1000,0 n/10g 

Yeasts <100,0 n/10g 

Moulds <100,0 n/10g 


